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Technical Data Sheet

SHUR-BOND /:\ o) [351@N] PRI

DESCRIPTION:

Shur-Bond Adhesion Promoter 1010 is designed to improve adhesion of
acrylic foam tapes to interior and exterior plastic parts.

PRODUCT & ADDITIVES: PRODUCT ITEM # | SIZE
Shur-Bond Adhesion Promoter 1010 |220mL
SAFETY ASPECTS: Users should review the Safety Data Sheet (SDS) and product label for the

material to be used to determine possible health hazards, appropriate
engineering controls and precautions to be observed in the use of the
material. Copies of the SDS and product label are available upon request.

COMPATIBLE SUBSTRATES:

Safe for most automotive finishes when used as directed.

NOTE: Use caution when applying around fresh paint.

DIRECTIONS:

1. Clean parts to be bonded with AutoKote Ultra Strength Adhesive

Remover.

2. Apply a uniform coat of Shur-Bond to the back surface of the molding.

Allow Shur-Bond to dry.

3. Apply Autokote Double Sided Tape to the molding.

Note: Will harm freshly painted surfaces. Apply primer and molding tape

PRIOR to painting molding.
TECHNICAL DATA:
ﬁ Color Clear
Mix Ratio N/A
Regulatory V.O.C. 7.31Ib/gal 876 g/l
Actual V.O.C. 7.311b/gal 876 g/l

Package Size
Case Quantity
Shelf Life

220 mL
12
12 months unopened

All data given below are MAXIMUM THEORETICAL VALUES based on the
product AS CURRENTLY FORMULATED. Variations may occur on individual
batches due to adjustments made during production.

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed
as a warranty. All implied warranties are expressly disclaimed. All users of the materials are responsible

for assuring that it is suitable for their needs, environment and use. All data subject to change as Autokote
Systems, LLC deems appropriate.
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