
Technical Data Sheet

Description:	 Jet Speed Accelerator 1154 is a universal accelerated reducer designed to 
reduce dry to sand times in 2K urethane primers and clearcoats 
containing isocyanate activators.  When used in two component 
clearcoats, Jet Speed provides faster handling and assembly of new parts 
in cool temperatures as well as faster dry to polishing times.  Jet Speed 
does not sacrifice flow or blending of clearcoats. 

Product & ADDITIVES:
pRODUCT ITEM # SIZE
Jet Speed Accelerator 1154 Quart

COMPATIBLE ProductS:	 Jet Speed may be used in:

 2K Primers containing isocyanates

 2K Clearcoats containing isocyanates

 2K Single Stage Acrylic Urethanes containing isocyanates

 2K Single Stage Polyurethanes containing isocyanates

NOTE:  Only for use with 2K urethane primers and topcoats containing
isocyanates.  DO NOT use in non-isocyanate activated products.

MIXING RATIO:	 Mix primer or clearcoat according to label instructions. 

Add 5-10% Autokote Jet Speed at the rate of 1.5 ounces (4 capfuls) to 3 ounces 
(8 capfuls) per sprayable quart to shorten dry times.

DIRECTIONS:	 1. Read all warnings and directions before using this product.

2. Shake Autokote Jet Speed well before using.

3. Add 5-10% Autokote Jet Speed at the rate of 1.5 ounces (4 capfuls) to 3
ounces (8 capfuls) per sprayable quart to shorten dry time.

4. Apply primer or clearcoat according to paint manufacturers
recommendations.

Note: Jet Speed will slightly shorten pot life.

NUMBER OF COATS:	 Apply primer or clearcoat according to paint manufacturers recommendations.

DRYING TIME:	 Reduces dry to sand and dry to polish times up to 50% 

CLean up:	 Clean equipment immediately with Autokote Lacquer Thinner.

SAFETY ASPECTS:	 Users should review the Safety Data Sheet (SDS) and product label for the 
material  to determine possible health hazards, appropriate engineering 
controls and precautions to be observed in using the material.  Copies of 
the SDS and product label are available upon request.
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TECHNICAL DATA:	

Color Water Clear
Mix Ratio 5 - 10%
Regulatory V.O.C. .54 lbs/gal (65 g/l)
Actual V.O.C. 2.09 lbs/gal (251 g/l)
% Solids RTS by Wt. 17.39%
Package Size Quart
Case Quantity 6
Shelf Life 12 months unopened

All data given below are MAXIMUM THEORETICAL VALUES based on the 
product AS CURRENTLY FORMULATED. Variations may occur on individual 
batches due to adjustments made during production.

Disclaimer:  The information supplied in this document is for guidance only and should not be construed 
as a warranty.  All implied warranties are expressly disclaimed.  All users of the materials are responsible 
for  assuring that it is suitable for their needs, environment and use.  All data subject to change as Autokote 
Systems, LLC deems appropriate.
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