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Technical Data Sheet

MICRO-BUFF PSR INE POV

DESCRIPTION:

Micro-Buff Polishing Compound 1205 is a gloss enhancing polish for
today’s high solid scratch resistant clears containing nano ceramic
particles. This low dusting water based polish is capable of removing 2500
grit sand scratches, compounding haze and residue, and swirl marks on
dark colors. Micro-Buff contains no fillers therefore producing a permanent

PRODUCT & ADDITIVES:
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PRODUCT ITEM # SIZE
Micro-Buff Polishing Compound 1205 Quart

COMPATIBLE SUBSTRATES:

Micro-Buff polishing compound may be used on:
OEM Paint
+ Fresh Topcoats

Cured Topcoats

SAFETY ASPECTS:

Users should review the Safety Data Sheet (SDS) and product label for the
material to be used to determine possible health hazards, appropriate
engineering controls and precautions to be observed in the use of the
material. Copies of the SDS and product label are available upon request.

INSTRUCTIONS:

b

1. Make sure the surface to be polished is clean, dry and cool. Do not
apply in direct sunlight.

2. For removing 2500 - 3000 grit sand scratches and swirls use an Autokote
foam polishing pad.

w

Apply a 6 inch line of Micro-Buff to the vehicle surface.

»

Polish at 1200 to 1500 rpm with medium pressure.
5. Remove excess Micro-Buff with an Autokote micro fiber cloth.

6. For final inspection use Autokote Top Inspection for removal of
polishing residue to insure all imperfections are completely removed.

Note: MICRO-BUFF can also be applied by hand.
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MICRO-BUFF PSR INE POV

TECHNICAL DATA:

Physical State Viscous/Creamy
Hé| Appearance and Odor Grey and Specific Odor
Odor Threshold N/A
Vapor Pressure N/A
Vapor Density (Air =1) N/A
Density ~1.37 kg/I
Specific Gravity N/A
Ph: 7-9
Water Solubility Soluble in water
Other Solubilities N/A
Boiling Point >100C
Freezing/Melting Point N/A
Viscosity N/A
Refractive Index N/A
% Volatile >13%
Coating V.O.C. 1.48 Ibs/gal (178 g/I)
Evaporation Rate N/A
Package Size Quart
Case Quantity 6 Quarts
Shelf Life 12 months unopened

All data given below are MAXIMUM THEORETICAL VALUES based on the
product AS CURRENTLY FORMULATED. Variations may occur on individual
batches due to adjustments made during production.

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed
as a warranty. All implied warranties are expressly disclaimed. All users of the materials are responsible
for assuring that it is suitable for their needs, environment and use. All data subject to change as Autokote

Systems, LLC deems appropriate.
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