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Technical Data Sheet

DEFENDER TINTABLE PROTECTIVE COATING KIT

 TDS # AK.1603K Kit

 DESCRIPTION: Defender Tintable Protective Coating Kit provides a highly resistant 2K 
polyurethane coating to be used as a scratch resistant protective barrier 
for truck beds, commercial vehicles, off-road vehicles, boats, trailers, and 
others. Additional properties: High UV & Weathering resistance, excellent 
shock and scratch resistance, high resistance to fuels, oils, and water as 
well as noise reduction. **Use of the Defender Gun, with replacement 
tips, will assist in providing a smooth even application.

PRODUCT & ADDITIVES: PRODUCT ITEM # SIZE 
Defender Tintable Protective Coating Kit 1603K Kit 

RECOMMENDED SURFACES: • Properly prepared OEM finishes
• Truck Beds
• Under Bodies & Chassis
• Brush Guards, Running Boards, Roof Racks, Etc.
• Fender Wheels
• Plastics, SMC, Fiberglass

SAFETY ASPECTS: Users should review the Safety Data Sheet (SDS) and product label for the 
material to be used to determine possible health hazards, appropriate 
engineering controls and precautions to be observed in the use of the 
material. Copies of the SDS are available on the ordering portal. Click on the 
SDS button located under each product. You can also locate the SDS on the 
tech center website or call the technical department and request them. 

SURFACE PREPARATION: • Painted Surfaces/Steel: Clean and sand with 120-180 grit. Make sure to
remove any rust or scale.

• Aluminum: Clean and sand with 180 grit and then use wax and grease
remover

• Plastics, SMC, Fiberglass: Clean and sand with 180 grit then clean. Apply
adhesion promoter before applying bedliner.

**NOTE: Any bare metal must be primed prior to applying bed liner

Defender Tintable Protective Coating  AK.1603 4 Qts / 24oz. ea.

 Defender Activator  AK.1709 1 Qt / 32oz

Included
Included

 AK.1717 Defender Gun with Tip (Sold Separately)
 AK.1719 Defender Replacement Tip (Sold Separately)
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DEFENDER TINTABLE PROTECTIVE COATING KIT 

TDS # AK.1603K Kit

DIRECTIONS:  Prior to application of Defender Coating, clean the area with Autokote Water Based
Cleaner followed with Autokote Slow Wax & Grease Remover

 To mix: use the supplied cup and measure 8 oz. of Activator and add to the can of
Defender Coating, then shake for 2-3 minutes

 Tinting: Add 10% by volume of tint (100mL or 3.4oz) and shake vigorously for 2-3
minutes

 Apply 2-3 coats for typical application. Waiting 30-45 minutes between coats

 Each new coat should be applied from a slightly further distance than the previous coat

 The final coat should be finished with a dusting coat from a minimum of three feet away
to provide a uniform texture throughout

 Coated Surfaces will be ready for assembly in 24 hours at 68°F

 Do NOT Force Dry

 Do NOT expose to rain fall or through a car wash for 72 hours

NUMBER OF COATS: Apply 2-3 coats of Defender Coating/Activator mix. Allow to 
flash completely between coats. 

APPLICATION 
RECOMMENDATIONS: 

GUN CLEAN UP:

• Coarse Texture
o Apply a uniform coat at 35-45 psi until uniform coverage is achieved.
o Allow proper flash time.
o Reduce pressure to 35 psi and spray with the gun 18-24" away.

• Medium Texture
o Apply a uniform coat at 40-50 psi until uniform coverage is achieved.
o Allow proper flash time.
o Reduce pressure to 40 psi and spray with the gun 18-24" away.

• Fine Texture
o Apply a uniform coat at 50-60 psi until uniform coverage is achieved.
o Allow proper flash time.
o Maintain pressure to 50-60 psi and spray with the gun 36" away.

• Clean spray equipment with lacquer thinner immediately after spraying
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DEFENDER TINTABLE PROTECTIVE COATING KIT

TDS # AK.1603K Kit

TECHNICAL DATA: Color Off-White 

Number of Coats 2 – 3 coats for typical application 

Flash Time 30 - 45 minutes between coats 

Dry Time 24 hours @ 68°F 

Coating V.O.C. 

Coverage 

Ready to Spray < 1.7 lb/gal (200 g/L) 

Thickness 

120 ft/sq

Pot Life 

10 - 20 mil 

Package Size  Kit

Shelf Life 12 months unopened 

 

45 minutes @ 68°F

All data given below are MAXIMUM THEORETICAL VALUES based on the product AS 
CURRENTLY FORMULATED. Variations may occur on individual batches due to 
adjustments made during production. 

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed as a warranty. 
All implied warranties are expressly disclaimed. All users of the materials are responsible for assuring that it is suitable 
for their needs, environment and use. All data subject to change as Integrity Auto Specialists, Inc. deems appropriate. 
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