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Technical Data Sheet 

SPRAY-FIL HB DTM EPOXY

TDS # AK.21012 21013 - E 

 DESCRIPTION: Master Series Spray-Fil HB DTM Epoxy is a high-performance Grey 
epoxy surfacer. Spray-Fil HB DTM is a two-part cured epoxy primer 
formulated for one-coat coverage. Providing excellent adhesion, water 
and chemical resistance combined with extreme corrosion protection 

*SHAKE OR STIR WELL PRIOR TO USING

PRODUCT & ADDITIVES: PRODUCT ITEM # SIZE 
Spray-Fil HB DTM Epoxy  21012 Quart 

21013 Gallon 
Spray-Fil Hardener 21040 ½ Pint 

21042 Quart 

COMPATIBLE SUBSTRATES: 
Properly Prepared:  Steel, galvanized steel, aluminum surfaces, OEM and      

solvent resistant surfaces, sanded, cleaned original and old cured coatings.

SAFETY ASPECTS: 

Dry sanding Substrates:

Steel: P80 - P180 
Aluminum: P180 - P240
Galvanized: P280 - P320
Existing finishes: P220 - P280

 Users should review the Safety Data Sheet (SDS) and product label for the 
material to be used to determine possible health hazards, appropriate 
engineering controls and precautions to be observed in the use of the 
material. Copies of the SDS are available on the ordering portal. Click on the 
SDS button located under each product. You can also locate the SDS on the 
tech center website or call the technical department and request them. 

PREPARATION:
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SPRAY-FIL HB DTM EPOXY

TDS # AK.21012 21013 - E 

MIXING RATIOS: MIX  4 : 1 : 1   (1 Coat Application)
4 parts:   Spray-Fil HB DTM Epoxy 
1 part:    Spray-Fil Hardener                    
1 part:     Autosolv Urethane Reducers

MIX 4 : 1 : 1-1/2   (2-3 Coat Application)
4 parts: 
1 part:   

Spray-Fil HB DTM Epoxy            
Spray-Fil Hardener

1-1/2 parts:    Autosolv Urethane Reducers

**Before Using: Product must be shaken and/or thoroughly stirred directly after 
the hardener and reducer have been added** 

GUN SETUP: TYPE FLUID TIP SPRAYING PRESSURE 
Standard Gravity 1.5 mm – 1.9 mm 35 - 45 psi @ gun 
HVLP Gravity 1.4 mm – 1.7 mm 30 psi Inlet Air 

APPLICATION: 

FLASH TIMES: 

VISCOSITY: 22 - 30 seconds DIN 4 @68F / 20C 

DRYING TIMES: Air Dry @77F/25C

 Force Dry @ 140F/60C 60 minutes once metal temperature reaches 140F/60C

Print Free:   4 - 8 hours
Topcoat:   without sanding - 1 hour until maximum of 96 
hours. After 96 hours must be scuffed or sanded
*For film builds less than 6 mil, 4 hours minimum drytime
required before topcoating.

Option 1:

Option 2:

Option 1:   1 full wet coat (2.5 - 4.0 mils)

Option 2:   2 - 3 medium wet coats (4.0 - 10.0 mils)

  Option 1:   Not applicable
*Option 2:   30 minutes between coats @ 77F/25C
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SPRAY-FIL HB DTM EPOXY

TDS # AK.21012 21013 - E 

TECHNICAL DATA: Color Grey 

Activator/Hardener 21040, 21042 

Mix Ratio 4:1+ Reducer

Reducer 1 to 1.5 parts

Additives N/A 

Number of Coats 1 full wet coat @ 4:1:1 ratio, 2-3 medium coats @ 4:1:1.5 ratio 

Flash Time Refer to Page 2

Purge Time Refer to Page 2 

Dry Time 4 - 96 hours @ 77˚/25˚C 
60 minutes @ 140˚F/60˚C

Gun Set-Up Refer to Table on Page 2 

AIr Pressure @ Gun Refer to Table on Page 2 

Pot Life 1.5 - 2.5 hrs @ 77˚/25˚C 

Sprayable V.O.C. 4.6 lbs./gal   550 g/L

Package Size(s) Quart / Gallon 

Shelf Life 24 months @ normal conditions and unopened 

All data given below are MAXIMUM THEORETICAL VALUES based on the product 
AS CURRENTLY FORMULATED. Variations may occur on individual batches due to 
adjustments made during production. 

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed as a warranty. 
All implied warranties are expressly disclaimed. All users of the materials are responsible for assuring that it is suitable 
for their needs, environment and use. All data subject to change as Autokote Systems, LLC deems appropriate. 
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