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UNDERKOTE QUL A4S UNE RGN R

DESCRIPTION: Underkote is a paintable rubberized undercoater formulated for superior
protection against rust, corrosion, chips, and road noise. Ideal for
automotive undercarriages and door skins. Once cured, Underkote can be
directly topcoated.

PRODUCT & ADDITIVES:

PRODUCT ITEM # SIZE
Underkote Rubberized Undercoater 3216 18 oz.

COMPATIBLE SUBSTRATES: Underkote may be applied over properly prepared:
* Bare Steel
*  Galvanized Substrates

e Aluminum Substrates

SAFETY ASPECTS: Users should review the Safety Data Sheet (SDS) and product label for the
material to be used to determine possible health hazards, appropriate
engineering controls and precautions to be observed in the use of the
material. Copies of the SDS and product label are available upon request.

DIRECTIONS: 1. Clean surface to be sprayed by removing all dirt, grease, wax, oil, rust,
and loose paint.
-
2. Mask surrounding area to protect from overspray.
“ 3. Shake contents well! Shake at least 2 minutes after mixing ball is heard.

After each 20 seconds of use, shake again.

4. Hold can 12 to 15 inches from surface. Spray uniformly using short even
strokes.

5. Invert can and purge after each use.
6. Allow 2 hours or until cured before painting.

NOTE: Do not apply to hot surfaces. Allow surfaces to cool before

applying.
NUMBER OF COATS: Apply 1 to 2 medium coats of Underkote. Allow to flash completely
between coats
FLASH TIMES: Allow 3 to 5 minutes flash time between coats.
CLEAN UP: Overspray can be removed with Autokote Pre-Kleen.
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TECHNICAL DATA:

Color Black

Number of Coats 1 - 2 medium coats

Flash Time 3 to 5 minutes

Cure Time 2 to 24 hours

Regulatory V.O.C. 5.15 Ibs/gal (617 g/1)

Actual V.O.C. 5.15 lbs/gal (617 g/1)
né| Package Size 18 oz. Aerosol

Case Quantity 12

Shelf Life 12 months unopened

All data given below are MAXIMUM THEORETICAL VALUES based on the
product AS CURRENTLY FORMULATED. Variations may occur on individual
batches due to adjustments made during production.

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed
as a warranty. All implied warranties are expressly disclaimed. All users of the materials are responsible

for assuring that it is suitable for their needs, environment and use. All data subject to change as Autokote
Systems, LLC deems appropriate.
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