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Technical Data Sheet 

AUTOFIL G2 SURFACER/SEALER 

TDS # AK 4321 / 4331 / 4334 / 4341 - E 

DESCRIPTION: Autofil G2 Surfacer/Sealer is available in Black, Grey and White. Autofil G2 is a 
two-component, urethane primer with excellent film-build and sands easily. It 
has excellent anti-corrosion properties and can be used on a variety of 
automotive substrates. Autofil G2 is easy to spray and levels to an almost 
texture-free surface. 

*Stir or shake thoroughly to assure proper mixing

PRODUCT & ADDITIVES: PRODUCT ITEM # SIZE 
Autofil G2 Surfacer/Sealer – Black 4321 Gallon 
Autofil G2 Surfacer/Sealer – Grey 4331 Gallon 
Autofil G2 Surfacer/Sealer – Grey 4334 Quart 
Autofil G2 Surfacer/Sealer – White 4341 Gallon 

Autofil G2 Hardener 4314 Quart 
Autofil G2 Hardener 4319 ½ Pint 

Autosolv Urethane Reducers (Optional) Various Various 

COMPATIBLE SUBSTRATES: Properly prepared OEM finishes / previously painted surfaces / properly 
prepped surfaces that have been sanded and cleaned. 
Aluminum, Fiberglass/SMC, Automotive Plastics with the use of an adhesion 
promoter, Body Filler/Putty, Factory E-coats. 
*Properly sanded & cleaned – Galvanized/Stainless Steel/Cold Rolled Steel

NOTE: Do not use over Self Etching Primers, wash primers that contain acid 
activators, directly to pretreated substrate, or over bare aluminum.  

SAFETY ASPECTS: Users should review the Safety Data Sheet (SDS) and product label for the 
material to be used to determine possible health hazards, appropriate 
engineering controls and precautions to be observed in the use of the material. 
Copies of the SDS and product label are available upon request. 
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AUTOFIL G2 SURFACER/SEALER 

TDS # AK 4321 / 4331 / 4334 / 4341 - E 

MIXING RATIOS: MIX 4:1    As a SURFACER 
4 parts  Autofil G2 Surfacer/Sealer 
1 part     Autofil G2 Hardener 

NOTE: Autofil G2 Surfacer/Sealer can be reduced up to 1 part Autosolv Reducer 
to improve flow and extend dry time in hot climates. Using reducer will 
decrease dry film thickness 

MIX 4:1:1    As a SEALER 
4 parts  Autofil G2 Surfacer/Sealer 
1 part    Autofil G2 Hardener 
0 – up to 1 part   Autosolv Urethane Reducers 

POTLIFE: 30 Minutes @72˚F/22.2˚C, 50% RH 

GUN SETUP: TYPE FLUID TIP SPRAYING PRESSURE 
Conventional Gravity 1.6 mm – 1.8 mm 40 - 45 psi @ gun 
HVLP Gravity 1.6 mm – 1.8 mm 8 - 10 psi @ cap 
For Sealer 1.3 mm – 1.4 mm See above 

APPLICATION: Surfacer: Apply 2 – 3 wet coats, allow 10 - 15 minutes flash time between coats. 
Dry-To-Sand Times:     Air Dry        1 ½ - 2 Hours 

 Force Dry     30 Minutes 

Sealer: Apply 1 full wet coat with a 1.3 mm – 1.4 mm gun setup 
 Allow sealer to flash for 30 minutes 

   Apply color according to paint recommendations 
   If recoating after 24 hours, then scuff and recoat 
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AUTOFIL G2 SURFACER/SEALER 

TDS # AK 4321 / 4331 / 4334 / 4341 - E 

FLASH TIMES: Allow 10 - 15 minutes between coats @ 72˚F/22.2˚C. 

FINAL FLASH AS SEALER: Allow 30 minutes before applying topcoat. 

DRYING TIMES: METAL TEMP FLASH TIME  AIR DRY FORCE DRY 
@ 72˚F/ 22.2˚C 10-15 Minutes 1 ½ - 2 Hours 30 Minutes 

RECOATABILITY: If recoating after 24 hours, then scuff and recoat. 

FILM THICKNESS: Approximately 4 - 6 mils per 2 to 3 coat application (Non-Reduced)
Approximately 2 mils per coat (Non-Reduced)

CLEANING EQUIPMENT Clean equipment immediately with Autokote 2101, 2105, or 2155 Lacquer Thinner. 

THEORETICAL COVERAGE: Theoretical coverage is dependent of many factors. These may include, the shape 
of the object, surface smoothness, application technique and other application 
variables among others. 
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AUTOFIL G2 SURFACER/SEALER 

TDS # AK 4321 / 4331 / 4334 / 4341 - E 

TECHNICAL DATA: Color Black / Grey / White 

Hardener Autofil G2 Hardener 

Mix Ratio 4:1 as a surfacer 
4:1:1 as a sealer 

Reducer Autosolv Various Temp Reducers 

Additives N/A 

Number of Coats 2-3 wet coats – surfacer
1 full wet coat - sealer

Flash Time 3 -5 minutes between coats as a surfacer 
30 minutes as a sealer 

Final Flash Time If recoating after 24 hours, scuff and 
recoat 

Dry Time Refer to table on page 3 

Gun Set-Up Refer to Table on Page 2 

Air Pressure @ Gun Refer to Table on Page 2 

% Solids by Weight 53.5% (Sprayable, No Reducer) 

Package Size Various 

Shelf Life 12 Months Unopened 

All data given below are MAXIMUM THEORETICAL VALUES based on the product AS 
CURRENTLY FORMULATED. Variations may occur on individual batches due to 
adjustments made during production. 

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed as a warranty. 
All implied warranties are expressly disclaimed. All users of the materials are responsible for assuring that it is suitable 
for their needs, environment and use. All data subject to change as Autokote Systems, LLC deems appropriate. 
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