
Technical Data Sheet

Description:	 Poxyprime is a rust-inhibitive epoxy primer for ferrous and non-ferrous 
metals. Poxyprime is a two-component epoxy primer that has excellent 
corrosion resistance and adhesion to properly prepared metals. Flow and 
leveling is excellent. Poxyprime may be topcoated with all types of primers 
and paints.

Product & ADDITIVES:
pRODUCT ITEM # SIZE
Poxyprime Grey Epoxy Primer 4701 / 4704 Gallon/Quart
Poxyprime White Epoxy Primer 4711 Gallon 

COMPATIBLE  SUBSTRATES:	

SAFETY ASPECTS:	

MIXING RATIOS:	
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Poxyprime Black Epoxy Primer 4721 / 4724 Gallon/Quart
Poxyprime Hardener 4801 / 4804 Gallon/Quart

•	 Existing finishes, degreased and dry sanded with 220 to 320 grit paper

• Any	premium	polyester	body	filler	dry	sanded	with	180	to	220	grit	paper

• Aluminum:	after	it	has	been	properly	sanded,	clean	and	treat with the
4105 Metl-Prep Pre-Treatment Wipe

• Steel:	degreased	and	dry	sanded	with	80	then	180	grit	paper

• Clean,	deoxidized	galvanized	steel,	degreased	and	dry	sanded	with	180
to 220 grit paper

• Fiberglass	gelcoat	(unbroken),	degreased	and	dry	sanded	with	220	to

320 grit paper

Note: Do not apply over thermoplastic lacquers.

	




	1 part   Poxyprime 
1 part   Poxyprime Hardener 
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DIRECTIONS:	 1. Read all warnings and directions before using this product

2. Clean	surface	with	Pre-Kleen	wax	and	grease	remover	(refer	to
directions	for	Pre-Kleen).

3. Properly sand substrate with appropriate grit sandpaper

4. Clean	surface	with	Final-Kleen	wax	and	grease	remover	(refer	to
directions	for	Final-Kleen).
Note: If surface is aluminum treat with 4105 Metl-Prep Pre-Treatment Wipe
to insure corrosion protection and adhesion.

5. Mix 1 part Poxyprime Primer with 1 part Poxyprime Hardener.

6. Application:

A. As	a	wet	on	wet	non-sanding	sealer;	apply	1	to	2	coats	allowing	15
minutes	flash	time	between	coats,	then	wait	1	hour	at	70°F	(20°C)	or
force	dry	for	20	minutes	at	140°F	(60°C)	before	topcoating.

B. As	a	primer	surfacer;	apply	2	to	3	coats	allowing	15	minutes	flash
time	between	coats,	then	wait	8	hours	at	70°F	(20°C)	or	2	hours	after
force	drying	for	20	minutes	at	140°F	(60°C)	before	sanding.

C. As	a	substrate	for	polyester	products;	apply	1	single	coat	and	allow
to	dry	a	minimum	of	1	hour	(preferably	overnight)	at	70°F	(20°C) or
after	force	drying	for	20	minutes	at	140°F	(60°C)	before	applying
polyester products.

7. As	a	primer	surfacer	Poxyprime	should	be	sanded	after	the	stated	dry
times, dry sand with #P400 to #P500 grit paper or wet sand with #P600
to #P800 paper before topcoating.
Note: Poxyprime can be recoated with primer surfacers or topcoats for up
to 7 days without sanding. After 7 days, sanding will be required to insure
proper intercoat adhesion.

Gun setup:	
TYPE FLUID TIP SPRAYING 

Pressure
Conventional Gravity 1.6 mm - 1.8 mm 40 - 45 psi @ gun
HVLP Gravity 1.6 mm - 1.8 mm 28 - 32 psi @ gun

SURFACE PREP:	 1. Clean area to be primed thoroughly of all dirt, grease, wax and oil using
Autokote Pre-Kleen.

2. Sand area to be primed with #180 to #220 grit sandpaper.
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NUMBER OF COATS:	 Apply 1 to 3 coats of Poxyprime depending on application purpose. Allow 

to dry 15 minutes @ 78°F/25°C or until flashed between coats.

FLASH TIMES:	 10 – 15 minute @ 78°F/25°C or until completely flashed.	

purge times:	 0 minutes.

drying times:
APPLICATION METAL TEMP DRY TIME METAL TEMP DRY TIME

Wet on Wet Non 
Sanding Sealer

70°F (20°C) 1 hour 140°F (60°C) 20 mins

Primer Surfacer 70°F (20°C) 8 hours 140°F (60°C) 20 mins

Substrate 
for Polyester 
Products

70°F (20°C) 1 hour 140°F (60°C) 20 mins

Note:  As a primer surfacer Poxyprime should be sanded after the stated dry 
times, dry sand with #P400 to #P500 grit paper or wet sand with #P600 to 
#P800 paper before topcoating.

Note: Poxyprime can be recoated with primer surfacers or topcoats for up to 
7 days without sanding. After 7 days, sanding will be required to insure proper 
intercoat adhesion.

RECOATABILITY:	 After cool down.

CLEANING EQUIPMENT:	 Clean equipment immediately with Autokote lacquer thinner.
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TECHNICAL DATA:	

Color Grey, White, Black
Activator/Hardener Poxyprime Hardener
Mix Ratio 1:1
Number of Coats 1 – 2
Flash Time 10 - 15 minutes
Recoat w/out sanding 30 – 60 minutes
Dry Time Air Dry

Force Dry
30 to 60 minutes @ 70°F/21°C
20 minutes @ 140°F/60°C

Gun Set-Up Refer to Table of Page 2
AIr Pressure @ Gun Refer to Table on Page 2
V.O.C. Limit 5.0 lbs/gal (600 g/l)
Sprayable V.O.C 2.92 lbs/gal (318 g/l)
% Solids Sprayable by Wt. 33%
Package Size Gallon, Quart
Case Quantity 4 Gallons, 6 Quarts
Shelf Life 12 months unopened
All data given below are MAXIMUM THEORETICAL VALUES based on the 
product AS CURRENTLY FORMULATED. Variations may occur on individual 
batches due to adjustments made during production.

Disclaimer:  The information supplied in this document is for guidance only and should not be construed 
as a warranty.  All implied warranties are expressly disclaimed.  All users of the materials are responsible 
for  assuring that it is suitable for their needs, environment and use.  All data subject to change as Autokote 
Systems, LLC deems appropriate.
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