
Technical Data Sheet

Description:	 Primafil is an extremely smooth spreading, easy sanding premium 
lightweight polyester filler. Primafil uses the latest resin technology to ensure 
maximum adhesion to steel, galvanized steel, aluminum, fiberglass, SMC, 
sanded two component primer surfacers, and sanded OEM topcoats (with 
the exception of thermoplastic lacquers). Primafil may be intermixed with 
Primaglaze to reduce the viscosity, and aid in the flow out of Primafil.  Kit 
includes hardener.

Product & ADDITIVES:
pRODUCT ITEM # SIZE
Primafil Premium Polyester Filler 7501 .80 Gallon 
BPO Cream Hardener 7140 100 gram

COMPATIBLE SUBSTRATES:	 	 Sanded two component catalyzed products.

 Sanded OEM finishes

		 E-Coat

 SMC

 Fibrglass

 Galvanized Steel

 Aluminum

		Note: Do not apply over uncured substrates or one component uncatalyzed 
substrates.  
	Note Do not apply Primafil over self etch (acid base) primers or any primer that 
contains vinyl resins.

SAFETY ASPECTS:	 Users should review the Safety Data Sheet (SDS) and product label for the 
material to be used to determine possible health hazards, appropriate 
engineering controls and precautions to be observed in the use of the 
material.  Copies of the SDS and product label are available upon request.

MIXING RATIO:	 Mix 100:2 by weight:

Primafil – 100% by weight 
Polyester Cream Hardener – 2% by weight

Note: Use only with Cream Hardener

Pot LIFE:	 Once mixed, Primafil has a pot life of 4 to 5 minutes @ 70˚F with 2% AK 
Polyester Cream Hardener.
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SUrface Preparation:	 Clean surface to be repaired with Pre-Kleen. 

Grind area to be filled with 36 to 50 grit and feather surrounding paint edge 
with 80 grit sand paper. 

note: When repairing galvanized steel DO NOT sand beyond the galvanized/zinc 
coating. 

		Remove all sanding residue with compressed air and then degrease surface 
with Final-Kleen.  	

INSTRUCTIONS:	 1. Stir Primafil Premium Polyester Filler before using.  Knead Cream Hardener
before using.

2. Mix 100:2 by weight:	 Primafil – 100% by weight
Polyester Cream Hardener – 2% by weight

3. Mix filler and hardener on a Kleen-Sheet non-absorbing mixing board.
Apply a ribbon of Cream Hardener from edge to edge across a 4” diameter
puddle of Filler.  Puddles larger that 4” will require additional hardener.
Mix thoroughly until uniform color is achieved.

4. Apply a thin layer of Primafil using firm pressure to ensure maximum
adhesion and then apply additional layers to build up surface.

Note:   For maximum corrosion protection apply Poxyprime to bare  metal
prior to the application of Primafil.  Allow the Poxyprime to properly cure
before applying Primafil.

Note: Never return mixed filler to can.

Note:  Keep container closed and store in a cool dry place.

Note: Do not wipe with solvents between application layers.

SANDING & FINISHING:	 Allow Primafil to dry 20 minutes @ 75°F. 

Sand body filler with 80 grit sandpaper.  Avoid coarse sand scratches ouside 
the filler area during the initial cut.  Finish sand body filler with 80 to 180 
grit.  Sand and featheredge with 180 grit to remove 80 grit scratches.  For 
best results  apply Primaglaze or Polyglaze pourable glazing putty.  This will 
provide a smoother finish and reduce the number of coats of primer required 
for a quality finish.

For best results allow to dry for 45 minutes @ 75F before priming with one of 
our 2K primers, or for maximum build, use Polyprime Polyester 2K primer.

Note:  Polyprime must be primed with a primer/surfacer prior to topcoating.
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Primafil Premium Polyester Filler
TECHNICAL DATA:	

Color Neutral
Activator/Hardener 7140 Cream  Hardener
Mix Ratio 100:2
Coating V.O.C. 1.89 lbs/gal (226 g/l)
Package Size Kit: 	.80 Gallon Filler and 

100 g BPO Cream Hardener
Case Quantity 4 Kits
Shelf Life 12 months unopened
All data given below are MAXIMUM THEORETICAL VALUES based on the 
product AS CURRENTLY FORMULATED. Variations may occur on individual 
batches due to adjustments made during production.

Disclaimer:  The information supplied in this document is for guidance only and should not be construed 
as a warranty.  All implied warranties are expressly disclaimed.  All users of the materials are responsible 
for  assuring that it is suitable for their needs, environment and use.  All data subject to change as Autokote 
Systems, LLC deems appropriate.
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