
Technical Data Sheet

Description:	 Autobond DTM Controlled Flow Seam Sealer is a direct to bare metal 
controlled flow two component seam sealer for use where higher build 
applications are needed.

Product & ADDITIVES:
Product ITEM # SIZE
Autobond DTM Controlled Flow Seam Sealer 7866 6.75 oz. (200 ml)

Features:	  Direct to metal

 Controlled flow

 High build

 Epoxy chemistry

 1:1 mix ratio

 200 mL dual mix cartridge

COMPATIBLE SUBSTRATES:	 	 Bare metal

 Primed metal

 Aluminum

 Fiberglass

 FRP

 SMC

SAFETY ASPECTS:	 Users should review the Safety Data Sheet (SDS) and product   label for the 
material to be used to determine possible health hazards, appropriate 
engineering controls and precautions to be observed in the use of the 
material.  Copies of the SDS and product label are available upon request.

SURFACE PREPARATION:	 Clean surfaces to be repaired with Autokote Pre-Kleen. Dry surfaces with a 
lint free cloth.

PACKAGE SET UP:	 Insert the Autobond two component adhesive cartridge into an Autokote 
200 ml Dual-Mix applicator gun.

Squeeze a small amount of Autobond Flexible Seam Sealer from each side 
of the cartridge. This will level the plungers and ensure that adhesive is 
coming out of both sides of the cartridge.

Attach the mixing tip and dispense a small amount of material to verify that 
the adhesive is evenly mixed and that color is consistent.
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Assembly:	 1. Apply Autobond DTM Controlled Flow Seam Sealer directly to  bare
metal or 2K primers.

2. Apply Autobond DTM Controlled Flow Seam Sealer with a continuous
bead.

3. Tool as necessary with Autokote acid brush.

4. Sealer may be scuff sanded after 45 minutes with 400 to 500 grit
sandpaper.

WORK TIME:	 10 minutes

SANDING TIME:	 45 minutes

PAINT TIME:	 45 minutes

FULL CURE:	 6 hours

CLEANING EQUIPMENT:	 Clean equipment with AutoKote Pre-Kleen wax and grease remover.

STORAGE:	 Store in a dry cool place.  For maximum shelf life, store at or below 75°F 
(28°C) or refrigerate.  Do not expose to elevated temperatures for extended 
amounts of time.  Contents may prematurely age react if exposed to 
temperatures in excess of 120°F (49°C).

TECHNICAL DATA:
Color Gray / Black
Technology Epoxy
Odor Pungent
Mix Ratio 2:1
Work Time 10 minutes
Sanding Time 45 minutes
Paint Time 45 minutes
Cure Time 6 hours
V.O.C. N/A
Package Size 200 mL
Case Quantity 6
Shelf Life 12 months unopened
All data given below are MAXIMUM THEORETICAL VALUES based on the 
product AS CURRENTLY FORMULATED. Variations may occur on individual 
batches due to adjustments made during production.

Disclaimer:  The information supplied in this document is for guidance only and should not be construed 
as a warranty.  All implied warranties are expressly disclaimed.  All users of the materials are responsible 
for  assuring that it is suitable for their needs, environment and use.  All data subject to change as Autokote 
Systems, LLC deems appropriate.
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