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DESCRIPTION: Plasti-Kleen Anti-Static Surface Cleaner is a special degreaser for plastic and
fiberglass parts. Plasti-Kleen is specifically designed to remove mold release
agents, grease, silicones, and other contaminants that interfere with the
proper adhesion of paints and primers to unprimed or unpainted plastic parts.
Plasti-Kleen removes the static charge from raw plastic parts and fiberglass.

PRODUCT & ADDITIVES:

PRODUCT ITEM # SIZE
Plasti-Kleen Anti-Static Surface Cleaner 9301 Gallon

COMPATIBLE SUBSTRATES: Plasti-Kleen may be used to clean:

e Raw Plastic Finishes

* Fiberglass Parts

NOTE: This product is too aggressive for reversible substrates, but can be
used on nonreversible existing finishes. Always check the reversibility of the
substrate before cleaning with this product.

SAFETY ASPECTS: Users should review the Safety Data Sheet (SDS) and product label for the
material to be used to determine possible health hazards, appropriate
engineering controls and precautions to be observed in the use of the
material. Copies of the SDS and product label are available upon request.

INSRUCTIONS: 1. Wash the surface to be painted with warm soapy water to remove water
soluble contaminants.

2. Wipe the raw plastic part with Plasti-Kleen Anti-Static Surface Cleaner
using a clean cloth.

3. With a clean dry cloth, dry off the Plasti-Kleen Anti-Static Surface
Cleaner before it has time to evaporate. After this treatment, the surface
is also rendered anti-static.

4. When cleaning the raw unpainted or unprimed plastic parts, allow the
part to dry for 20 to 30 minues after the application and removal of
Plasti-Kleen, and before the application of Plasto-Grip. Plasti-Kleen is
formulated using extremely strong and slow evaporating solvents to
ensure you get the best possible chance of removing oils and mold
release agents. Because of the special blend of solvents it is extremely
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important to allow the proper flash off times of Plasti-Kleen. This will
ensure the proper adhesion of Plasto-Grip and the appropriate primers
and topcoats.

NOTE: When cleaning and degreasing is completed, the surface must

never be touched with the bare hand; as salts, moisture, and oils can
be transferred to the prepared surface which may result in adhesion or

blistering problems.
TECHNICAL DATA
Color Clear
ﬂél Coating V.O.C. 6.61 Ib/gal (792 g/
Package Size Gallon
Case Quantity 4
Shelf Life 12 months unopened

All data given below are MAXIMUM THEORETICAL VALUES based on the
product AS CURRENTLY FORMULATED. Variations may occur on individual
batches due to adjustments made during production.

DISCLAIMER: The information supplied in this document is for guidance only and should not be construed
as a warranty. All implied warranties are expressly disclaimed. All users of the materials are responsible

for assuring that it is suitable for their needs, environment and use. All data subject to change as Autokote
Systems, LLC deems appropriate.
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